TRUSTED QUALITY AND DURABILITY
A product you can rely on from DuPont, a leader in science-based building envelope materials.

LIGHTWEIGHT, STRONG ROOF PROTECTION
Excellent grip to the deck and strength of product helps to minimize tearing at fastener points.

EASY TO INSTALL
Lays down flat and easy to reposition.

TRUSTED QUALITY AND DURABILITY
A product you can rely on from DuPont, a leader in science-based building envelope materials.
DuPont™ Roof Protector™ is an engineered synthetic roofing underlayment with a high strength to weight ratio. Brought to you by DuPont, the trusted name in total building envelope solutions. DuPont™ Roof Protector™ is ideal for steep slope roofing applications under asphalt shingles or metal cladding.

**DuPont™ Roof Protector™**

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Roll Size (10 square)</td>
<td>42&quot; x 286'</td>
</tr>
<tr>
<td>Rolls Per Pallet</td>
<td>49</td>
</tr>
<tr>
<td>Roll Weight</td>
<td>20 lbs</td>
</tr>
<tr>
<td>Warranty</td>
<td>20 years</td>
</tr>
<tr>
<td>UV Exposure</td>
<td>90 days</td>
</tr>
</tbody>
</table>

**Roof Types**
- Asphalt Shingle
- Metal Cladding
- Recyclable
- ASTM D226 Types I & II
- AC188
- Intertek CCRR-1087
- Class A Per ASTM E108

**Four-layer construction**
- Top layer provides good grip.
- Lamination layer acts as a barrier to water.
- Woven polypropylene scrim provides strength.
- Slip-resistant coating provides grip to the roof deck.

**Designed to Lay Flat**
Lays flat and stays flat for a more uniform shingled surface.

**Printed Guidelines for Shingle Alignment**
2" chalk mark guide lines make installation go quickly.

**Protects the roof**
Preserves the roof deck during installation and provides an effective secondary moisture barrier.

**High coverage in a roll**
Large, but lightweight roll provides maximum coverage for a quick installation.

*roofprotector.dupont.com  1-800-448-9835*

Copyright © 2017 DuPont. All rights reserved. The DuPont Oval Logo, DuPont™ are trademarks or registered trademarks of E.I. du Pont de Nemours and Company or its affiliates.  K-29443  (06/17)