**GENERAL NOTES**

* Seal all TYVEK® joints and penetrations with approved tape. (ex. DUPONT™ CONTRACTOR TAPE)
* Fasten TYVEK® to sheathing with large head nails or use nails with large plastic washer heads. (ex. DUPONT™ WRAPCAPS)
* Local laws, zoning, and building codes vary and therefore governs over material selection and detailing shown below.
* Install stucco according to manufacturer’s written instructions.

<table>
<thead>
<tr>
<th>FLOOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot; GYPSUM BOARD</td>
</tr>
<tr>
<td>WOOD JOISTS</td>
</tr>
<tr>
<td>5/8&quot; TONGUE &amp; GROOVE PLYWOOD SUB-FLOOR</td>
</tr>
</tbody>
</table>

**TYPICAL WALL**

- Finish coat
- Brown coat
- Scratch coat
- Wire lath
- Weather resistant barrier (TYVEK® HOMEWRAP® recommended)
- TYVEK® STUCCOWRAP®
- Plywood sheathing
- 2"x4" wood studs
- W/ R-13 batt insulation
- 1/2" gypsum board

Lap 6" & tape/ caulk TYVEK® (Upper sheet) over through-wall flashing

Through-wall flashing (optional)

Tape & secure TYVEK® (Lower sheet) behind through-wall flashing

**TYPICAL WALL**

**FLOOR/ WALL INTERFACE DETAIL**

Residential wood frame structure w/ stucco (cooling climate)