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Xavan® in Filtration
Technical Data Sheet ASTM

 Property Standard Unit  
US Metric

5131-W
5131WF*

5161-W
5161WF*

5201-W
5201WF*

5261WW
5261WF* 5401WF*

Descriptive properties

Area Weight EN ISO 9864 oz/yd2 1.3 1.6 2 2.6 4

Thickness at 7.3psi ASTM D177 mils 9.4 10.0 11.8 13.4 16.2

Hydraulic properties

Air Permeability at 0.018 psi ASTM D737 cfm/ft2 893 611 535 333 152

Mechanical properties

Grab Tensile strength MD / XD ASTM D5034 lbf 41 / 39 59 / 53 63 / 65 84 / 93 152 / 124

Grab Elongation MD / XD ASTM D5034 % 52 / 62 50 / 65 57 / 62 58 / 50 55 / 52
Note: �MD = Machine Direction / XD = Cross Direction. The values correspond to average results obtained in our laboratories and outside institutes and are indicative. The right is reserved to make 

changes at any time without notice

Product Description

Polymer
100 % Polypropylene Process additives 
approved for food contact

Specific gravity 0.91

Melting point 329°F

Type of fibre continuous filament

Fibre diameter 1575 / 2362 µin

Fibre bonding Thermal bonding

Color White

Packaging

Products can be dimensioned on request (depending on style)

width to up to 205 in

length up to 3828 yard

Durability

Natural UV light
Due to the absence of stabilizing 
additives, the product is not resistant 
to natural UV light

Moisture Does not absorb moisture

Rot, mildew Unaffected

Natural occurring
acids and alkali

Unaffected

Chemical resistance 
EN ISO 12960

100% retained strength

Microbiological  
resistance EN 12225

100% retained strength

*For WF Styles (Food Approved): Available certificates and tests

EU Food Contact Materials, Regulation EU N° 10 / 2011

US Food Contact Materials, Regulation 21 CFR 177.1520


